


Project Overview
 

1. Construct approximately three (3) breakwaters (field directives will be issued 
for the exact locations and configurations). Breakwaters must be constructed 
prior to or during placement of sand in the restoration area. 

 
2. Dredge area offshore to a depth of -5.0 ft (with a 0.5 ft allowable overdepth) 

and use the sandy material to restore the breach area. 
 

3. Use sandy material from the borrow area to create a sandy recreational 
beach and a protected dune with an elevation of up to +8.0 ft MLW. 

 
4. Abandon the main channel (Channel A) from Red Daybeacon #2 to Red 

Daybeacon #4 to Red Daybeacon #6.  Dredge a new 100 ft wide channel to a 
design depth of -6 ft MLW (with a 1 ft allowable overdepth) through the shoal. 
The new ~1,600 ft channel will provide ingress/egress from Wallace Creek 
and Long Creek as well as the upstream areas of Back River.  This channel 
will impact approximately 168,600 sf (3.87 acres) of SAV. 

 
5. Perform maintenance dredging along approximately 2,650 ft of the Long 

Creek channel (Channel B), restoring navigational depths to -4 ft MLW (with a 
1 ft allowable overdepth).  The existing channel width is 50 ft. 

 
6. Improve the Wallace Creek channel (Channel C), by restoring the depth to -6 

ft MLW (with a 1 ft allowable overdepth)  and increasing the channel width to 
100 ft.  In addition, abandon the channel from Red Daybeacon #2 to Red 
Daybeacon #4 to Red Daybeacon #6 to Red Daybeacon #8 and straighten 
the alignment to the main channel.  The dredging area extends along a 
channel length of approximately 1,880 ft from Green Daybeacon #15 and 
Red Daybeacon #16 to the main channel. 

 
7. All channels shall be re-marked in accordance with the guidelines of the 

United States Coast Guard, at the contractor’s expense. 


















